
GMDSS electrical panel for Telephony According to the Maritime Radio Regulations.

The system guarantees the maintenance of communications on board in case of failure in the total or partial electricity supply automatically and manually, 
monitoring the status of feeding both power circuits and activating the alarms
corresponding if necessary, in accordance with current regulations.

AUTO operating mode:

1 - In AUTO mode the system feeds from the service battery whenever said battery has more than 22v,
otherwise it switches to the reserve battery (GMDSS), this commutation is done 
without interruption in communications, both in radio transmission as in GPS
reception, indicating visual and acoustically the supply failure.

2 - When the voltage is recovered in the service battery, the switchboard will 
switch said battery back to its previous state without the need of any action, 
automatically canceling the corresponding alarms

3 - In case of power failure the system switches to the GMDSS battery
even if the panel itself also failed.

The Panel consists of 4 visual alarms and 1 common acoustics:

- Battery charging failure GMDSS
- Alternator charging failure (optional connection)
- Battery voltage drop GDMSS
- Voltage drop in service battery.

MANUAL operating mode:

In manual mode the panel feeds directly from the GMDSS battery. The feeding of MF-HF,
VHF, GPS, NAVTEX and Light depend on this battery regardless of the state of the battery
service. The consumption and voltage monitoring is maintained.

Installation:

- Quick and easy installation and testing. It does not need shunts or adjustments.
- Plug-in power terminals for easy connection.
- Compact installation, small dimensions for fitting in bulkhead or surface box

Components:

* 2 Digital Voltmeter - Ammeter (Simultaneous control of the status of both batteries).
* 3 watertight selectors (Manual / Off / Auto.).
* 1 Internal acoustic alarm.
* 4 Visual alarms.
* 5 watertight switches with thermal magneto protection (MF-HF, VHF, GPS, NAVTEX and Light).
* 3 Magneto thermal circuit breakers E-T-A for manual arming and re-assembly (Load, Bat GMDSS, Bat Service. Optional     IP65 protection).
* 1 Watertight Reset Pushbutton (Silence the acoustic alarm of all alarms).
* 1 Output for external fault alarm in service battery (1A).
* 1 Output for external load failure alarm (1A).
* 1 Alternator charge signal input
* 1 Stainless steel panel with logo and customizable language.

Main features:

* 24v power
* 5 Power outputs with thermal magneto protection
     MF-HF 24V 35A
    VHF-GPS-NAVTEX- LIGHT at 24 or 12v according to version, 16A
* Battery charge GMDSS limited to 40A max. External charger not included.
* Voltage drop <1%
* Fitting dimensions 230 X 160mm
* Maximum dimensions 264 x 193 mm
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